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Haas Lathes
Lifting Instructions for Lathes

Before moving a Haas Lathe, certain considerations must be made, e.g. machine weight, fork lift capacity, and 
handling of the machine. Following are specifications that must be considered in the placement of lathes.

The overhead lifting instructions detail what is necessary to prepare and safely lift the lathe. Overhead lifting 
is available for these Haas lathes: 
		  SL-20		  SL-40 
		  SL-20L		  SL-40L
		  SL-30		  TL-15 
		  SL-30L		  TL-25 
		  ST-30		  ST-30SS

NOTE: Overhead lifting is not available for the Toolroom lathes and SL-10.

Forklift Operation

Lifting the machine on its crate:
1. Lift the crate from the rear of machine at marks “fork here”. Center the forks under the machine for balance.

2. Shift forks to the right for balance as the weight of the machine is centered to the right when facing the rear.

3. Tilt forks back no more than 15° before moving.

Lifting the machine off of the crate:
1. Unbolt the machine from its crate.

2. Lift machine from the front or rear with forks placed in between set screws. Center the forks under the ma-
chine for balance.

3. Shift forks to the right of the front as noted previously.

4. Tilt forks back no more than 15° before moving.

FORK HERE

FORK HERE

CAUTION!	 The fork positions are marked on the crate. If the fork positions are ignored, 
there is a good chance that the retaining bolts will be sheared off by the forks 
and also that the machine will tip over when it is picked up.
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Machine Weight Specifications*
SL-20 / TL-15	 9640lb (4373 kg)
SL-20L		  12000lb (5443 kg) 
SL-30 / TL-25	 16960lb (7693kg)
SL-30L		  20000lb (9072 kg) 
SL-40		  26660lb (12093kg) 
SL-40L		  34000lb (15422kg)

*Add 1500lb (680kg) for machines equipped with Big Bore spindles.

Fork Lift Requirements
The fork lift must be able to lift the described weights. Use forks with the following length and width:
SL-20/TL-15, SL-20L, SL-30/TL-25, SL-30L		  6’ length, 6” width 
SL-40, SL-40L					     8’ length, 8” width

Overhead Lifting

It is mandatory that preparation and lifting 
of your machine be performed by 

PROFESSIONAL RIGGERS. 
This document is for reference only.

In order to use overhead cranes to move the lathe, it must have the base casting machined with lifting bracket 
attaching holes, enclosure panels with lift bracket access and long-turret shipping brackets. Field installation 
kits are available for these lathes only, contact the Haas Automation Service Department for the applicable 
field installation kits.

Lift kits for Haas lathes
SL-20/TL-15, SL-20L	 LK20
SL-30/TL-25, SL-30L	 LK30
SL-40			   LK40 
SL-40L			   LK40L

Kits include lifting brackets and mounting bolts. It is the customer’s responsibility to supply all chains 
and spreader bars required to properly lift the machine.

Lifting the Machine
Lifting from four points is required on the machines (except S30 lathes). 

1. Refer to the machine weight specifications for the crane capacity required for the machine being lifted.

2. Refer to the following illustrations for lifting device dimensions specific to the machine being lifted. 

3. Once machine has been placed, remove the left end lifting bracket and replace the sheet metal. Important! 
The left end lifting bracket must be removed before the machine can be operated.
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SL-20 and TL-15
LIFTING PRECAUTIONS!
Dimensions can dramatically change depending on machine configuration and are provided for guidance only.

When lifting the machine, slowly pull up on the chains until taut, then lift the machine off the floor, ensuring the 
machine remains balanced.

75 1/2" (1918 mm)
Approx.

32” (813 mm)

This bracket must be removed
prior to machine operation

Note: The long turret shipping bracket must be installed when
lifting for proper balance.

18"(457 mm)
5 3/8"(137 mm)

15 3/8"(391 mm)2 3/8"(60 mm)
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SL-20L
LIFTING PRECAUTIONS!
Dimensions can dramatically change depending on machine configuration and are provided for guidance only.

When lifting the machine, slowly pull up on the chains until taut, then lift the machine off the floor, ensuring the 
machine remains balanced.

LONG BED

100" (2540mm)

Approx. 53"
(1346 mm)

This bracket must be removed
prior to machine operation

Note: The long turret shipping bracket must be installed when
lifting for proper balance.

Plane5

Plane4

Plane5

Plane4

84"
(2134 mm)
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SL-30 and TL-25
LIFTING PRECAUTIONS!
Dimensions can dramatically change depending on machine configuration and are provided for guidance only.

When lifting the machine, slowly pull up on the chains until taut, then lift the machine off the floor, ensuring the 
machine remains balanced.

97" (2464 mm)
Approx.
43"

(1092 mm)

This bracket must be removed
prior to machine operation

Note: The long turret shipping bracket must be installed when
lifting for proper balance.

25 1/2"(648 mm)
11"(279 mm)

23 1/2"(597 mm)
2 1/2"(64 mm)
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SL-30L
LIFTING PRECAUTIONS!
Dimensions can dramatically change depending on machine configuration and are provided for guidance only.

When lifting the machine, slowly pull up on the chains until taut, then lift the machine off the floor, ensuring the 
machine remains balanced.	

LONG BED

127" (3226mm)
Approx.
62" (1575mm)

This bracket must be removed
prior to machine operation

Note: The long turret shipping bracket must be installed when
lifting for proper balance.

Plane5

Plane4

Plane5

Plane4 E

Plane5

Plane4

Plane5

Plane4

Plane5

Plane4

Plane4

84"
(2134 mm)
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ST-30 / ST-30SS
LIFTING PRECAUTIONS!
Dimensions can dramatically change depending on machine configuration and are provided for guidance only.

When lifting the machine, slowly pull up on the chains until taut, then lift the machine off the floor, ensuring the 
machine remains balanced.

Min. 12 ft. (3.7 m)

This shackle must
be removed prior
to machine operation
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SL-40
LIFTING PRECAUTIONS!
Dimensions can dramatically change depending on machine configuration and are provided for guidance only.

When lifting the machine, slowly pull up on the chains until taut, then lift the machine off the floor, ensuring the 
machine remains balanced.

Note: The turret must be in shipping position
when lifting, for proper balance.

133" (3378 mm)
51"

(1295 mm)

This Bracket Must be Removed
Before Machine Operation

24"(610 mm)
5"(127 mm)

31 3/4"(610 mm)
6 1/2"(165 mm)
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SL-40L
LIFTING PRECAUTIONS!
Dimensions can dramatically change depending on machine configuration and are provided for guidance only.

When lifting the machine, slowly pull up on the chains until taut, then lift the machine off the floor, ensuring the 
machine remains balanced.

4030

LONG BED

Plane5

Plane4

Plane5

Plane4

Plane4

TAIL STOCK

TOOL PRESETTER

(Rotated 90 CCW)

Plane5

160" (4064 mm)

68" (1727.2 mm)

26 1/2"(673 mm) 26 1/2"(673 mm)


